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W-T2008-B
HD

HEMODIALYSIS MACHINE W-T2008-B

Key Advantages
Certified with CE 2460.

Open System of Consumables for flexi-
ble compatibility.

Multi  Built- in Dialysis Formula meets 
various treatment requirements.

Ensures  Comfortable  Dia lys is  Treat -
ment.

Advanced Features
Multi  Profiling：Supports profiling of 
Ultrafiltration (UF), Temperature, Hepa-
rin, Dialysate, Sodium (Na+), etc.

Offers 8 kinds of Na+ and UF profiling 
for precise therapy.

One-button setting function simplifies 
operation.

Adjusts treatment data based on pa-
tients’ conditions, optimizing personal-
ized care.

Core Functions:
HD. Sequential Dialysis. Isolated UF.

General Data Water Supply

TECHNICAL DATA

1380×380×400mm(H×W×D) 66kg

Weight ApproxDimensions

1.5-6.0 bar 5℃~32℃

Water Inlet Temperature

1m

Max. Drain HeightWater Inlet Pressure

Concentrate Supply Electrical Data

0 to 2m suction height

Supply Pressure

AC220V±10%, 47-63HZ

Power Supply

 max.10A

Current Consumption Max. 

Blood Pressure Monitor (BPM) Central Delivery System for Acid Conc.

TECHNICAL DATA - OPTIONS

40-280 mmHg 1 mmHg

AccuracyDisplay Range - Systole

40-280 mmHg

Display Range - Diastole

0 to 100 mbar

Supply Pressure

0-500 mbar

1m Suction Height with Central Delivery System

Endotoxin Filter - Dialysis Fluid Filter System Bicarbonate Dry

Network Interface On-line Kt/V

±0.1% of dialysate flow

Balancing Accuracy

Bi-cart SXG-F

Concentrate

Dialysis Fluid Flow Range

DIALYSIS FLUID CIRCUIT

Dialysis Fluid Conductivity Acid Concentration Dialysis Fluid

300-800 mL/min

Selectable

Dialysis Fluid Temperature

34.0℃ to 40.0℃

Selectable

Disinfection and Cleaning Programs

30 to 60℃/300 to 800 mL/min

Rinse Temperature/Flow

Hot Rinse (Recirculation)

30 to 85℃/300 to 800 mL/min

Temperature/Flow

Hot Disinfection with Chemical

30 to 85℃/300 to 800 mL/min

Temperature/Flow Various Program Combinations Selectable

Blood Leak Detector

≤0.35 mL blood/min (HCT=32)

Sensitivity

KT/V

Calculation

1+34 (others possible)

Default Mixing Ratio

125 to 150 mmol/L

Range

12 to 16 mS/cm (25℃)

Range

±0.1 mS/cm

Accuracy

Bicarbonate Concentration Dialysis Fluid Ultrafiltration

0 mL/h ~ 4000 mL/h

UF Rate

±1%

Accuracy

Unlimited

Allowed Dialyzer
UF Factor

UF goal, UF time,
UF rate, UF volume

Parameter Displayed

1+27.6 (others possible)

Default Mixing Ratio

-8 to +8 mmol/L bicarbonate

Range

Arterial Pressure Monitoring Venous Pressure Monitoring

EXTRACORPOREAL CIRCUIT

-180mmHg to +600mmHg ±10mmHg

Accuracy

1mmHg

ResolutionDisplay Range

Heparin Pump

0ml/h to 10ml/h 20mL per bolus

Bolus Function Max.

10,20,30,50mL

Syringe SizeDelivery Range

Air Bubble Pump

By ultrasound transmission,
additional optical monitoring in venous clamp.

-380mmHg to +400mmHg ±10mmHg

Accuracy

1mmHg

ResolutionDisplay Range

-180mmHg to +600mmHg ±20mmHg

Accuracy

1mmHg

ResolutionDisplay Range

Transmembrane Pressure Monitoring Arterial Blood Pump

30 to 600ml/ min
in 8 mm bloodline systems

Blood Flow Range

±10%

Accuracy
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HEMODIALYSIS MACHINE W-T6008S

Set priming time/volume 
to effectively  use diffu-
sion & convection mech-
anism, improving prim-
i n g  e ff e c t  o f  b l o o d -
lines/dialyzers and dialy-
sis adequacy.

Achieves ultra-pure dial-
ysis to ensure treatment 
safety.

On-line BPM Connectable with
CCDS

Bi-cart Function

Dialysate Filter

Convenient auto-removal 
of waste liquid in blood-
line/dialyzer after dialy-
sis.

One-key Drainage
Function

Af te r  d i a l y s i s  p re pa ra -
t i o n ,  o n e - k e y  sta n d b y  
mode pauses dialysate 
a b s o r p t i o n  d u r i n g  p a -
t ient-wait ing,  avoiding 
dialysate waste.

Standby Function

Store and check opera-
tion, alarm, and disinfec-
tion records.

Store and Check
Records

Internet Port

Intelligent Alarm
System

15-inch Big Touch
Screen

One-key Priming+
Function

Set sound & light remind-
er time to facilitate medi-
cal staff’s clinical oper-
ation during treatment.

Timer Function

Enables continuous com-
prehensive safety moni-
toring even when exter-
nal power is off; retains 
treatment data and sup-
p o r t s  t h e  m a c h i n e ’ s  
blood circulation system.

Back-up Battery

W-T6008S
On-line HDF

Level Detector Features: (Ultrasonic
emission and reception)

Features:
(Ultrasonic emission and reception)

(Photoelectric emission and reception)

Air Detector

MODEL PACKING CAPACITY INGREDIENT PH RANGE

W20

W50

1.1-1.9

0.6-1.4

2L、5L、5.5L、6L、10L、12L

2L、5L、5.5L、6L、10L、12L

Citric Acid (20%), Lactic Acid (2%), D,L-Malic Acid (2%), 
Purified Water.

Citric Acid (50%),Purified Water.

Measurements

Applicable Treatment mode:HD,On-line HDF

Protection

TECHNICAL SPECIFICATIONS

Class I, Type B applied part Type BF

Cuff for BPM (Blood
Pressure Monitor)

IPX1 (all panels
closed)IPX1

Water Ingress
ProtectionProtection Class & Grade

1620×630×730mm(H×W×D) ±10mmHg

Weight

Class I B;
Approx. 1 kg tray

Covers / TrayUnit Size (without V pole)

Dialysate Flow UF Control

0 mL/min

Minimum UF Rate

4000 mL/min

Maximum UF Rate

300‒800 mL/min

Dialysate Flow Rate

Blood Pump / S/N Double Pump / On-line DF Pump

2-roller, auto space adjustment

Blood Pump Type

5‒600 mL/min

Flow Range

Heparin Pump

0‒10 mL/h

1 -tube method

Class I, Type B equipment

Electric shock prevention Classification

For hemodialysis treatments under
professional supervision

Recommended Use

Additional Notes

Follow the manufacturer’s guidelines for
water supply, power, and environmental conditions

Installation Requirements

HEMODIALYSIS MACHINE DISINFECTANT

Superior Sterilization
Performance

Simplified Operations

Scientifically Optimized
Composition
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DIALYZER REPROCESSING MACHINE RO WATER PURIFICATION SYSTEM

Technical Features
Reprocess one dialyzer or two dialyzers simultaneously ‒ High efficiency.

Automatic disinfectant dilution ‒ Accuracy and safety.

Double printing design: Built-in printer / External adhesive sticker printing (optional).

Data storage exceeds 160G, and relevant data of dialysis patients can be stored for over 50 years 
(optional).

Dual-stage reverse osmosis.
Sand filtration/activated.
Carbon/water softening .

Pretreatment.
≤5μm precision filters.
Stainless steel multi-stage centrifugal pumps.

Compatible with all disinfectant brands ‒ Save 90% of the cost.

Anti-cross infection cap with patented technology ‒ Prevent cross infection among patients.

Record function for Case No., Date, Time, etc.

Patented polymer PP anti-cross infection joints to prevent infection during dialyzer reuse.

Standard Configuration

Integrated thermal disinfection (adjustable temperature).

Online chlorine/hardness monitoring + mobile APP remote control.
Imported booster pump upgrade | Data logging/printing.

Premium Add-Ons

ITEM

DETAIL

Power RequirementsDimensions

384×360×360mm
(H×W×L)

Water System Environmental
Tolerance

150W / AC220V±10% /
50-60Hz

0.15-0.35MPa inlet
pressure / 10-40℃

Operating Temp:5-40℃ /
Storage Humidity≤80%

Weight

Net 40kg /
Shipping 53kg

ITEM

SPECIFICATION

Model

Triple-pass：WSL-ROIII
Double-pass：WSL-ROII/1、WSL-ROII/2、WSL-ROII/3
Single-pass：WSL-ROI/1、WSL-ROI/2、WSL-ROI/3

Applications

Hospital hemodialysis centers,
compatible with Fresenius/

Gambro/B.Braun dialysis machines

Salt Rejection
Rate

≥98%

ITEM

SPECIFICATION

Water Recovery Rate

100% dynamic adjustment (based
on wastewater quality)100%

RO Membrane

Original dow
chemical

Membrane Housing

Seamless stainless
steel

Booster Pump

Grundfos/Southern brand
(stainless steel multi-stage

centrifugal)

ITEM

SPECIFICATION

Piping Material

Sanitary-grade stainless steel/UPVC
(certified by GB 2001 standards)

Touchscreen

≥10-inch color display
(real-timemonitoring: conductivity/

pressure/flow rate

Electrical Safety

DC24V low-voltage circuits +
triple electromagnetic

valve redundancy
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AUTOMATIC MIXING SYSTEM CONCENTRATION CENTRAL DELIVERY
SYSTEM (CCDS)

Smart Automation
PLC-controlled mixing system with a 7-inch touchscreen.
Automatic water addition (error ≤ 1%).
One-touch sterilization.
Prevents the loss of bicarbonate through optimized B-fluid stirring algorithms.

Valves and components can withstand,immersion in strong acids and alkalis, Service life of 
over 10,000 cycles.

Supports 30-120 beds with rapid 25-minute batches.

Corrosion-proof Durability

Two-stage filtration (removing undissolved particles),Residual disinfectant meets the stan-
dards.

Hospital-ready Safety

Scalable Efficiency

PLC-driven control with remote monitoring.

Smart Automation

Nitrogen-preserved storage & dual filtration.

Sterility Assurance

ITEM

SPECIFICATION

Power supplyPower

4KW

Frequency
Water Source Requirements

Water QualityTemperature

AC220V±10% 50Hz±2% 10-30℃ inlet YY 0572-2015
compliant

Mixing Capacity

Full-auto A/B
power dissolution

Water inflow
error ≤1%

ITEM

DETAIL

Storage CapacityMixing Capacity

≥350L with
nitrogen preservation50 Batches/cycle ≥200L PE tank

Supply Pressure

<45kPa (mixing) <10kPa (machine supply)

ITEM

DETAIL

Conductivity Accuracy

0.01mS/cm with
auto-recheck

Dimensions

Customizable for
clinical layouts

Power Requirements

220V±10% 50/60Hz

ITEM

SPECIFICATION

Environment

Relative HumidityAmbient Temperature

5-40℃
operating temp

≤80% humidity

Installation

Max LoadInstallation area and weight

1m×2m footprint 0.3T 
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DIALYSIS CHAIR

Technical Features
Electric Control with a Remote Controller.

CPR Release Function.

Trendelenburg Position.

Medical-grade Vinyl.

Silent Castors with separate Brakes.

Headrest and Footrest.

Adjustable Armrests.

IV Pole and Tray Table as Optional Accesso-
ries.

DIALYSIS BED

Material Excellence
H e a d  a n d  f o o t  b o a r d s  a r e  f o r m e d  v i a  
one-time ABS blow molding—resistant to 
fading, aging, and effortless to clean.

Emergency-Ready Design
Symmetric auto-lock sockets enable rapid 
disassembly,  catering to urgent cl inical  
rescue needs.

Practical Information Display
Transparent card slots on the foot board 
allow easy insertion of patient identifica-
tion cards.

ITEM

DETAILS

Total Dimensions

L2150×W1070×H440
‒640mm (±10mm)

Bed Head & Foot Boards (ABS)

One-time ABS blow molding;
fade-resistant, aging-resistant,

easy to clean.

Symmetric auto-lock sockets
for quick disassembly.

Transparent card
slots on foot board.

ITEM

DETAILS

Bed Frame Material

40×80×1.2mm welded steel,
load-bearing: 240kg (no

anomalies after 24h)

Lifting Shaft Structure

16mm solid steel bolt + 8
bearings for smooth lifting,

reducing friction

Bed Surface Material

1.0mm high-quality carbon
steel, integrally stamped,

good air permeability

Infusion Holes

Available for
installing infusion

stands

ITEM

DETAILS

Total Length

1950mm±20mm

Seat Width

600mm (total width
900mm including
armrest)±20mm

Seat Height

580-780mm±20mm

Backrest Length

860mm±20mm

Height of Armrest

230-290mm±20mm

ITEM

DETAILS

Castor

4xΦ100mm swivel
castors with

seperate brake

Pillow Size

410mmx230mm
x80mm±20mm

Weight

70kgs±3kgs

Safe Maximum
Load

240kgs

Backrest
Adjustment

(-12°~75°)±5°

Legrest
Adjustment

(-75°~12°)±5°

ITEM

DETAILS

Backrest Adjustment

0‒75±10°

Leg Adjustment

0‒45±10°

Overall Lifting Range

440‒640mm

Mattress Thickness

8cm high-quality mattress

ITEM

DETAILS

Motor Brand

Jiechang (renowned
domestic brand)

Casters

125mm diameter, central-control
brake, no noise/wobble

Guardrails

4-piece ABS
engineering plastic

per side.

Single-hand operation,
damping-assisted lifting,

easy to clean.
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